
Specifications

Interface

Function

Vehicle Battery Voltage

Power-on Delay Duration

Power-o� Delay Duration

Low Voltage Detection

Dimension( W x D x H )

• CFM (Control Function Module) Interface

• Power Ignition Sensing Function

• 12V / 24V

• 5 seconds

• 0 to 2 hours, Support 7 Types of Power Delay-o� Timer

• Yes

• 22 x 59.5 x 19 mm
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��������� CFM Module with Power Ignition Sensing Control Function,
12V/24V Voltage Detection Selectable

Unit: mm

Dimensions

•   CFM (Control Function Module) Technology

•   Power Ignition Sensing Function

•   Various Protection for In-vehicle Applications



CFM-IGN01

Compatible List

Available Models

Package Checklist

• CFM Module x1 • Screw Pack x1

Model No.

CFM-IGN01

Description

CFM Module with Power Ignition Sensing Control Function, 12V/24V Selectable

Ordering Information

Product Series

DX Series

GM Series

Product Model

DX-1000
DX-1100
DX-1200

GM-1000
GM-1100

© Cincoze Co., Ltd. All Rights Reserved. Specifications subject to change without notice.
All product names, logos, and brands are the property of their respective owners. All company, product and service names used in this document are for identification purposes only. The use of these names, logos, and brands does not imply endorsement.

Updated: Dec. 2, 2024


